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H O O K E D  W A L L  /  N U D E
A  w a l l  l i g h t  m a d e  f r o m  s o l i d  m e t a l  w i t h  m a t t  r u b b e r  d e t a i l i n g .  T h e  b a s e  i s 

f i n i s h e d  i n  e i t h e r  s t o n e  o r  g r a p h i t e  p o w d e r  c o a t i n g .  T h e  p e n d a n t  l e n g t h  c a n  b e 
a d j u s t e d  t o  s u i t  a n d  h o o k e d  o n t o  a  s o l i d  m e t a l  h o o k .  B u s t e r  +  P u n c h  o f f e r s  a 

r a n g e  o f  l i g h t  b u l b s  t h a t  l o o k  g r e a t  w i t h  t h i s  l i g h t  a n d  a r e  s o l d  s e p a r a t e l y .
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H O O K E D  W A L L  /  N U D E   
S T O N E  /  B R A S S

H O O K E D  W A L L  /  N U D E  
S T O N E  /  S M O K E D  B R O N Z E
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H O O K E D  W A L L  /  N U D E

FINISH 

SPECIFICATIONS:

ALSO INCLUDED:

1 pcs

2 pcs 2 pcs

CARE INSTRUCTIONS

Wipe with damp cloth with no loose hairs ,  avoid using 
any chemicals .  Please note al l  f in ishes are prone to aging.

E27 screw
200-240V
IP20
Maximum 40W bulb
Bulb sold separat ley

2x wood screw
2x plast ic plug*
1x extra rubber bi t
1x Coin cap instal lat ion tool**

*Make sure you use a plug suitable for your wal l  mater ia l .

** Coinscrew tool must be used by hand  only ,  not to be 
used with an elecrt ic screwdriver.  The screwdriver hex is 

intended for a hand screwdriver. 
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SKU

UK-HKW-TO-GR-ST-A

UK-HKW-TO-GR-BR-A

UK-HKW-TO-GR-SM-A

UK-HKW-TO-SN-ST-A

UK-HKW-TO-SN-BR-A

UK-HKW-TO-SN-SM-A
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Graphite / Steel

Graphite / Brass 

Graphite / Smoked Bronze

Stone / Steel

Stone / Brass

Stone / Smoked Bronze 1 pcs

FROM THE BACK:

hole for  
cables 
18 mm Ø

1
2

3

2
4

2
2


